
 

 

UML–  

Water activated automatic replacement capsule for the UML 

Elite lifejacket inflation systems. 

 
 
Meets the requirements of:  CEN/ISO-12402-7. 
 
 
Operating Temperature Range: -30°C to +70°C.  

It should be noted that the buoyancy of the lifejacket will be limited at 

temperatures below -5C. 

 
 
Humidity Range: Conforms to CEN/ISO12402-7  (168hrs exposed to 

95% Humidity at 49°C). 

 
 
Oil and water Resistance: Conforms to CEN/ISO12402-7. 
 
 

 
 
Overall Length : 55mm 
 
 
Weight : 33g 
 
 
Component Materials:  
 
 
 
 

Pro Sensor Elite Capsule 
 

Technical Disclaimer 
 
The UML Elite Automatic Capsule is approved to CEN/ISO 12402-Part 7 (for components used in CEN/ISO approved 
lifejackets). It is not to be used for any other purpose. It is the sole responsibility of each lifejacket manufacturer to 
ensure that the integration, position and alignment of the inflation mechanism within each lifejacket design, is fully 
tested, fit for purpose and meets all necessary CEN/ISO/SOLAS and individual country quality standards where the 
lifejacket is intended to be sold. This inflator must be used with the relevant UML ‘D’ manifold fitting. 
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Capsule Glass Filled Polyamide 

Cutter Pin Stainless Steel 

O Rings NBR 

Spring High Tensile Steel 

  

PRODUCT TECHNICAL DATA SHEET 

Item Part Number Description When Ordering 

Replacement Automatic Capsule UMA8050 Pro Sensor Elite Capsule  


